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‘Parameter

Stots

Min.

Typ.

Max.
-

Units Condition/Details.

— | Can be placed in any user-siol In any combination.

Mass.

oz | Design metric s grams.

Height above

chassis

For recommended clearance requirements see the
CON/KADI002/CP data sheet.

bare connector | — - 1 mm
bare connector | — - 043 in. | Design metric s millmeters.
Access rate - - 2 Msps | Maximum combined access rate for read and wiite

Power consumption

+12v

-12v.

mA | Excludes current used by excitation. As a DC/DC converter is
used, multiply excitation current by 1.1 to calculate +12V line
current,

mA | Excludes current used by excitation. As a DC/DC converter is
used, multiply excitation current by 1.1 to calculate -12V line
current,

operating temperature
storage temperature

40
55

105

See Environmental Qualifcations Handbook.
“C | Chassis baselside plate temperature.

AC analog iny

puts

‘Parameter

Min.

Typ.

Max.

Units Condition/Details.

nputs. - - 7 =
Sampling rate While the sampling rate can be set individually, each must have
a power of two times any other (%, %..2, 4).
ANALOG[30] | 2 - | 100000 | sps
Input voltage
-10 - 10 V| Primary gain=1

Primary gain=10

ain:
o - [untt,





